References

ARB, 1997. Emission Inventory Criteria and Guidelines Regulations (Title 17,
California Code of Regulations, Sections 93300-93300.5), and The Emission Inventory
Criteria and Guidelines Report, Air Resources Board, May 1997.

ARB, 2001. Risk Management Guidelines for New, Modified, and Existing Sources of
Lead, Air Resources Board, Stationary Source Division, March 2001.

ARB, 2003. Recommended Interim Risk Management Policy for Inhalation-Based
Residential Cancer Risk, Air Resources Board, October 2003.

CAPCOA, 1990. CAPCOA Air Toxics “Hot Spots’ Program Facility Prioritization
Guidelines, prepared by the AB 2588 Assessment Committee of the California Air
Pollution Control Officers Association, July 1990.

CAPCOA, 1993. The CAPCOA Air Toxics “Hot Spots’ Program; Revised 1992; Risk
Assessment Guidelines, California Air Pollution Control Officer’s Association,
October 1993.

OEHHA, 1999a. The Air Toxics Hot Spots Program Risk Assessment Guidelines; Part |;
The Determination of Acute Reference Exposure Levels for Airborne Toxicants, Office
of Environmental Headth Hazard Assessment, March 1999.

OEHHA, 1999h. The Air Toxics Hot Spots Program Risk Assessment Guidelines;
Part 11; Technical Support Document for Describing Available Cancer Potency Factors,
Office of Environmental Health Hazard Assessment, April 1999.

OEHHA, 2000a. The Air Toxics Hot Spots Program Risk Assessment Guidelines,

Part 111; Technical Support Document for the Determination of Noncancer Chronic
Reference Exposure Lewels, Office of Environmental Health Hazard Assessment, Office
of Environmental Health Hazard Assessment, April 2000.

OEHHA, 2000b. The Air Toxics Hot Spots Risk Assessment Guidelines; Part IV
Exposure Assessment and Stochastic Analysis Technical Support Document, Office of
Environmental Health Hazard Assessment, September 2000.

OEHHA, 2003. The Air Toxics Hot Spots Program Guidance Manual for Preparation of
Hedth Risk Assessments, Office of Environmental Health Hazard A ssessment,
August 2003.

U.S. EPA, 1992. Screening Procedures for Estimating the Air Quality Impact of
Stationary Sources, U.S. Environmental Protection Agency, Revised October 1992,
EPA-454/R-92-019.

References- 1



U.S. EPA, 1993. User’s Guide to the Building Profile Input Program (BPIP),

U.S. Environmental Protection Agency, Office of Air Quality Planning and Standards,
Technical Support Division, Research Triangle Park, North Carolina 27711,

October 1993.

U.S. EPA, 2001. Fact Sheet — Computer Modeling: Dispersion Models,
U.S. Environmenta Protection Agency, available at
www.epa.gov/ttn/atw/wks/fs dispmodel.pdf, October 24, 2001.

U.S. EPA 2002. User's Guide for the Industrial Source Complex (1SC3) Dispersion
Models, EPA-454/B-95-003, U.S. Environmental Protection Agency, Research Triangle
Park, NC 27711, 1995, With Addendum, February 2002 available at
www.epa.gov/scramQ01.

U.S. EPA, 2003. Guideline on Air Quality Models, Appendix W of 40 CFR Part 51,
U.S. Environmental Protection Agency, 2003.

References - 2



